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Helios® A3-1 (2018)
LEDs with optics

KEY FEATURES
e Everyday solution for standard letters & cabinets of
70 — 200 mm depth

Use the Best!

e Quality materials and LEDs Bl e
e 160° angle of radiation - ad —
e IP65 ingress protection
e LEDs lifespan is 50,000+ hours
e 5Syears warranty
Minimal recommended depth for channel letters......70 mm SPECIFICATIONS*:
Minimal recommended depth for light cabinets............90 mm
Part number A3-1
DIMENSIONS: Input voltage 12V DC
Power consumption 1.00 Watt
LED package SMD 2835
.50 - Housing PVC
_ 200 _ 2200 _ Z Lm per module 100 Im
| i Viewing angle 160°
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=8\ W\ et Sa—" i Available colors 7,500 K,10,500K
Max. quantity in 20 pcs
series
7.20 Lead wire 20 AWG
Ingress protection IP 65
Operating -25°C to +60°C
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Meets EU & EAC safety & electrical standards

180. 00
Packaging
Anti - staticbag .............. 100 pcs
Master box .................... 1,000 pcs
Master box G.W. ............. 11,5 kg

INTENSITY DISTRIBUTION CHART

*Technical data is subject to change without notice
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RECOMMENDED A3-1 DENSITY LAYOUT

Dz = Can depth (mm) Layout (mm)
80 Dx=150 Dy=150
100 Dx=180 Dy=180
120 Dx=180 Dy=220

Density (pcs/m?)
48
30
25

ALPINE series

Use the Best!

Brightness (cd/m?)*
>700
> 450
> 360

e 3mm opal acrylic glass applied transmittance about 50%. Other face materials require testing on site.

e The datais for reference only.

300 cd/m2 420 cd/m2 650 cd/m2 900 cd/m2

Scale of Brightness by Helios SG Basic Middle

CONNECTION TO POWER SUPPLY

@ /AC Input

=4  Power
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« Constant Voltage Power supply
* Max. quantity in series 20 pcs
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